Input 1,400 W (220V) Input 1,400W Input 1,200 W

Water Pressure 7 MPa (70 bar) Water Pressure 7 Mpa (70 bar) Water Pressure 6.5 MPa (65 bar)
Max Pressue 9 MPa (90 bar) Max Pressure 10 Mpa (100 bar) Max Pressure 10 MPa (100 bar)
Water Voume 5.5 Litre/ min Water Voume 5.5 Litre/ min Water Voume 4.7 Lite/ min
Overall Dimensions 214 x198 x452 rm Overall Dimensions 240 x320 x480 nm Overall Dimensions 374 x180 x411 nm
Weight 3.7kgy Weight 4.5 ky Weight 5.2 ky

&

Input 1,400 W (220V) Input 1,400 W Input 1,400W (110V)
Water Pressure 7 MPa (70 bar) Water Pressure 8.5 MPa (85 bar) 1,700 W (220V)
Max Pressue 10.5 MPa (105 bar) Max Pressure 12 MPa (120 bar) Water Pressure 11 MPa (110 bar)
Water Voume 6.0 Lite/ min Water Voume 6.0 Lite/ min Max Pressure 15 MPa (150 bar)
Overall Dimensions 387 x221 x404 nrm Overall Dimensions 261 x268 x525 nm Water Voume 6.7 Lite/ min
Weight 6.2 ky Weight 6.2 ky Overall Dimensions 360 x260 x830 nm
Weight 6.8 ky
Ig mmm aSI |e Specifications
Model Input Water Pressure Max Pressure Water Vome Overall Dimensions Weight
AJP55 1,400 W (220V) 7 MPa (70 bar) 9 MPa (90 bar) 5.5Litr/ min 214x198x452 nm 3.7kg
e
AJP-1100 1,400W 7 Mpa (70 bar) 10 Mpa (100 ban) 5.5Litr/ min 240x320x480 nm 4.5kg
e
AJP1210 1,200W 6.5 MPa (65 bar) 10 MPa (100 bar) 4.7Litr/ min 374x180x411 nm 5.2kg
e
AJPA310 1,400 W (220V) 7 MPa(70 bar) 10.5 MPa (105 bar) 6.0Litr/ min 387x221x404 nm 6.2ky
e
37 JP4410/ 1410A 1,400 W 8.5 MPa (85 bar) 12 MPa (120 bar) 6.0Litr/ min 261x268x525 mm 6.2ky
e
AJP-1600 1,40 W (110V)/ 1,700W (22 V) 11 MPa(110 ban) 15 MPa (150 bar) 6.7Litr/ min 360x260x830 nm 6.8 ky
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High Pressure Washers

AJP-1610 AJP-1621A

Input 1,800 W Input 1,900 W Input 1,900 W
Water Pressure 10 MPa (100 bar) Water pressure 8 MPa (80 bar) Water pressure 5.5 -8 MPa (55 - 80 bar)
Max Pressue 14 MPa (140 bar) Max pressure 12 MPa (120 bar) Max pressure 12 MPa (120 bar)
Water Voume 6.7 Litte/ min Water volume 6.0 Lite/ min Water volume 4.5 -6.0 Lite/ min
Overall Dimensions 333 x256 x800 nm Overall Dimensions 249 x301 x551 rm Overall Dimensions 281 x337 x585 nm
Weight 75 ky Weight 6.4 ky Weight 6.5 ky

* Lownoise thanks to theintemal housing covered by

special sound absorbent.

* Switch to ECO mode further reduce the noise while
reducing the electricity consumption by 40% and
'water consumptionby 30%.

AJIP-1700V AJP-1700VGQ

@l -g @

Input 1,900 W (230V) Input 1,700 W Input 1,700 W

1,500 W (110V) Water Pressure 3- 8 MPa (30 - 80bar) Water Pressure 3- 8 MPa(30- 80bar)
Water pressure 5.5 -8 MPa (55 - 80 bar) Max Pressure 12 MPa (120 bar) Max Pressure 12 MPa (120 bar)
Max pressure 12 MPa (120 bar) Water Voume 3.5 -6.0 Lite/ min Water Voume 3.5 -6.0 Lite/ min
Water volume 4.5 -6.0 Lite/ min Overall Dimensions 304 x318 x840 nm Overall Dimensions 304 x318 x840 nm
Overall Dimensions 281 x337 x585 nm Weight 8.4 ky Weight 8.4 ky
Weight 7.9 kg * Self water suction enables drawing water from

* Lownoise thanks to theintemal housing covered by

outer sources such as rainwater tank and water

special sound absorbent. container.
* Switch to ECO mode further reduce the noise while

reducing the electricity consumption by 40% and

water consumptionby 30%.

Specifications

Input

1,400 W

Water pressure

8 MPa (80 ban)

Max pressure

12 MPa (120 bar)

Water voume

5.0 Litre/ min

Overall Dimensions

368 x367 x591 rm

Weight

17.8 kg

Model Input Water Pressure Max Pressure Water Volume Overall Dimensions Weight
AJP1610 1,800 W 10 MP (100 bar) 14 MP (14 ban 6.7 Lite/ min 333x 25 x 80 nm 7.5ky
a a V] 6 V]
AJP1621A 1,900 W 8 MPa (80 bar) 12MP (12 bar) 6.0 Lite/ min 249x 30 x 55 nm 6.4ky
a 0 1 1
AJP1622A 1,900 W 5.5 -8 MP (55-80bar) 12MP (12 ban 4.5 -6.0 Lite/ min 281x 33 x 58 mm 6.5ky
a a 0 7 5
AJP1623A 1,50 Wiid0 V)/ 1,900 W (2Vi@r PrEsEie8 MP (55 -80Matk Pressus€2 MP (12 balater Vol -6.0 Lire/ @nierall Dimeilidhx 33 x 58 mmiWeight7.9 kg
0 17oow 303mp (3.8018y 12 MP(120baxP 0 35 golite/ nin  304x318x 84 nwm? 5 834ky
a 0 a e 0
AJP1700VGQ 1,700 W 3-8MP (3 - 80 ban 12 MP (120 bar) 3.5 6.0Litr/ min 304x318x 84 nm 8.4 ky
a 0 a e 0

* Watercooled induction motor for longer
durability and less noise.

* Self watersuction enables drawing waterfrom
outer sources suchas rainwater tank and water

container.

4.3 ky

Vaaum Geaners

VC-1100

VC-1200

-

«

Input 1,400 W 1,050 W 1,050 W
Max Air Voume 3.6 mg/min 2.5 m¥min 2.5 m*¥min
Max VacumDegree 16.2 kPa 16 kPa 16 kPa
TakSize 21L Dry15 LWet12L Dry 21 LWet 18 L
Overall Dimensions 440 x380 x580 nm Overall Dimensions 345 x350 x435 nm Overall Dimensions 345 x350 x505 nm
Weight 5.7 kg Weight 5.5 ky Weight 6.0 ky
* Wet and dry vacuum cleaner. * Wet and dry vacuum cleaner.
* Unique compact square body. * Unique compact squarebody.
* Drain port for easily discharging water. * Drain port for easily discharging water.
Specifications
Model Input Water Pressure Max Pressure Water Voume Overall Dimensions Weight
AJP-2200GQ 1,40 W 8 MP (8 ban 12MP (12 ban) 5. Lit / min 36 x36 x59 mm 17. kg
0 a_ 0 a_ 0 0 re 8 7 1 8
Model Input Max Air Volume Max Vacium Degree Tank Size Overall Dimensions Weight
vc-23 1,400 W 3.6 m¥min 16.2kPa 14L 355x 33 x 52 nm 43 ky
1] 0
VC-30 1,400 W 3.6 m¥min 16.2kPa 21L 440x 38 x 58 mm 5.7kg
V] 0
VvC-1100 1,050 W 2.5 mémin 16kPa Dry 1 LWet12L 345x 35 x 43 nm 5.5 ky
5 0 5
VC-1200 1,050 W 2.5 m¥min 16 kPa 345x 35 x 50 nm 6.0 ky

Dry 2 LWet18L
1

0

5
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